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Daryl Oshatz
This wording seems awkward, or I just don't understand what is intended.  

Daryl Oshatz
Does this "cut" refer to CERN's cut at final installation?  If so, this will confuse the vendor, who might think he should cut during installation.  Note 16 should be clarified.  
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Again, does this refer to installation at CERN or at the vendor.  The vendor may not need 4 inches clearance and so ignore this note.  
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10.  COMPOUND BENDS MAY BE MADE IN TWO SEPERATE BENDS UPON LBNL APPROVAL.

Daryl Oshatz


Daryl Oshatz
14. PERFORM ACCEPTANCE TESTS PER SECTION 3.2 OF LBNL SPECIFICATION M856.
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16.  THE NOMINAL INTERCONNECT PLANE IS A LOCATION THAT WILL BE UTILIZED DURING FINAL INSTALLATION OF THE FEEDBOX ASSEMBLY.  MARK, SCRIBE OR ETCH LOCATION IN A PERMANENT MANNER, SUBJECT TO LBNL APPROVAL, TO AN ACCURACY OF +/- 0.063".
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17.  PROVIDE A MINIMUM LENGTH OF 4.0" OF STRAIGHT, SMOOTH PIPE ON THE INDICATED SIDE OF THE INTERCONNECT PLANE FOR PIPE WELDING DURING FINAL INSTALLATION OF THE FEEDBOX ASSEMBLY.
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18.  PIPE MUST BE STRAIGHT AND SMOOTH (NO BUMPS) FOR 0.5" ON EITHER SIDE OF THE CENTER-PLANE OF THE SPIDER SUPPORT.
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19.  CAP BOTH ENDS OF PIPE AFTER ACCEPTANCE TESTS PER SECTION 3.2 OF LBNL SPECIFICATION M856.
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(THIS IS 2.0" FOR SOME PIPES)
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